
Installation Suspended (SS)

Body Colour Chrome (CH), White (W) or Black (B)

Dimensions Ø70mm x 1200mm (1200)

Lumen Output 4300lm (36W)

Colour Temperature 2700K, 3000K, 4000K, Tuneable White or RGBW

Colour Rendering Index CRI90

Optical Distribution Opal Diffuser (OP)

Ingress Protection IP20

Controls Fixed Output (FO), DALI (DD), Q-Sense (QS) or Casambi (CS)

Emergency 3 Hour Emergency (EM3) or DALI Emergency (EMD)

Accessories -

CRI90

IP20

TECHNICAL INFORMATION

Vertically hung with a minimal fixing, the Piston
seemingly defies gravity. Boasting 360-degree
illumination and playfully designed for health,
wellbeing and creative industries.

PISTON 1200
Year

Warranty120lm/w  5.24KG



020 8687 0190 sales@edgelighting.co.uk

Contact us for more information

SPECIFICATIONS MAY BE ALTERED WITHOUT ADVANCE NOTICE.
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DIMENSIONS

PRODUCT SHOWCASE 

PRODUCT CODE

PT1200/SS/W/4300LM/4000K/90/OP/20/DD

Piston 1200, suspended, white finish, 4300 lumens, 4000K, CRI90, opal diffuser, IP20 rated, DALI dimming


