
140lm/w

7.0KG

CRI80

IP66

Year
Warranty

15° IK10

TECHNICAL INFORMATION

PROFORM MIDI
Lighting column or wall mounted, the Midi is the smallest in
the Proform range for mid mounting heights typically between
6m and 10m. Tiltable up to 15° and customisable with choice
of optics and sensors to match your project specification.

Installation Post Top (PT) or Side Entry (SE)

Body Colour Black (B)

Dimensions 699mm x 328mm x 119mm

Lumen Output 14000lm (100W)

Colour Temperature 3000K, 4000K or 6000K

Colour Rendering Index CRI80

Optical Distribution Asymmetric Forward (AF), Asymmetric Wide (AW), Open Area (OA)

Ingress Protection IP66

Controls Fixed Output (FO), DALI (DD) or Photocell (PC)

Emergency 3 Hour Emergency (EM3) or DALI Emergency (EMD)

Accessories Photocell (PC), Presence Detector (PD) 
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Contact us for more information

SPECIFICATIONS MAY BE ALTERED WITHOUT ADVANCE NOTICE.
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DIMENSIONS

PRODUCT SHOWCASE 

PRODUCT CODE

PFMMIDI/PT/B/14000LM/4000K/80/AF/66/PC

Proform Area Midi, post top, black finish, 14000 lumens, 4000K, CRI80, Asymmetric Forward, IP66 rated,
Photocell


